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In Post Graduate (PG) Control System laboratory I, both simulation and hardware-
based experiments are conducted. Students can analyze the system, design and test
the performance of the controller. This laboratory is used for the postgraduate 1*
year 1°' semester students for course EENUGPCS51.

Course OQutcomes:

CO1: Students will be able to analyse the system using state model.
CO2: Students will be able to analyse the digital control system.
COa3: Students will be able to visualize the control of AC servomotor motor.

CO4: Students will be able to design different types of controllers for thermal
system.

CO5: Students will be able to design different types of controllers for the process
coupled-tank.

Assessment Criteria:
1. Regular attendance to classes.

2. Experimental result and lab report.
3. Regular performance.
4

. End semester final examinations.
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List of the Experiments

Part A: Simulation (using MATLAB)

1. State-space analysis of the system.

2. Analysis of the digital control system.

Part B: Hardware

1. Experiments on AC servomotor
a) To study the AC servo motor speed control

b) To study the AC servo motor position control

2. Heat flow experiments
a) On-Off Temperature Control

b) Proportional-integral (Pl) Temperature Control

3. Experiments on Coupled-tank
a) Tank 1 water level control.

b) Tank 2 water level control.
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Part A: Simulation (using MATLAB)
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Experiment No.1

Title: State-space analysis of the system.

Object:
1. To model the LTI system using state variables.
2. Conversion from state-space to transfer function and transfer function to state-space.
3. Determination of step, impulse responses of the system.
4. Determination of output due to initial condition.

MATLAB Commands:

Conversion from state-space to transfer function: (SISO system)
[n d] =ss2tf (A,B,C,D)
s=tf (n,d)

Conversion from state-space to transfer function: (MIMO system)
[n1 d1] = ss2tf (A,B,C,D,1) % for input 1
[n2 d2] = ss2tf (A,B,C,D,2) % for input 2

Conversion from transfer function to state-space:
[A B C D] =tf2ss (n,d)

For the determination of step response:
step (A,B,C,D)

For the determination of impulse response:
impulse (A,B,C,D)

For the determination of response due to initial conditions:
initial ( A,B,C,D, initial condition)

For determination of eigen values:

eig (A)
[V,D] =eig(A,B)

For checking the controllability of the system:
ctrb (A,B)
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For checking the observability of the system:
obsv (A,C)

Assignment

1. Determine the transfer function of the system whose state model is given by-

=0 S+ [Yuwr yo =1 uxe.

2. Determine the transfer matrix of the system whose state model is given by-
[x:] 10 —=17[*%11, [1 21[W]. [Y1] _[2 11[*%1

%, T2 3] o P e e P

3. A state variable description of a system is given by-

[X1] _[—1 0] [x1' 1

- x) T _0] u; y@®=[1 11X

%] L1 -2

a) Find eigen values of the system.
b) Find state transition matrix of the system.

4. A state model for a linear time invariant system is-
] _ -1 271* 117.. _ i yt
E=[30 AR+ v =1 2x@ixo =[]
Find the output of the system due to initial condition only.

5. A system is represented by a state model
] -1 171pa1, [21.. _
Fl=10 SR +Flw vo=n 2x@

a) Determine the unit impulse response of the system.
b) Determine the unit impulse response of the system.

0 1 0
6. Consider the system matrixasA =| 3 0 2 |. Determine its eigen values, eigen
-12 -7 -6

vectors and convert matrix A into diagonal canonical form.
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-6 1 0
7. Consider the system matrixas A = |—12 0 1|. Determine its eigen values, eigen
-8 0 O

vectors and convert matrix A into diagonal canonical form.

8. A state model of a system is given by-

. 0 1 0 0
X®O=[0 0o 1|x+[olwy®=[2 2 11X
0 -2 -3 1

Check whether the system is completely controllable and completely observable.

9. A state model of a system is given by-

7 -2 6 1 1
X =|2 -3 —2|x+|1 —1]u;y(t)=[_11 _11 _21]X(t)
2 -2 1 1 0

Check whether the system is completely controllable and completely observable.

10. Consider the transfer function of the system as % = ﬁ Determine the state

model of the system.
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Experiment No.2
Title: Analysis of the digital control system.

Object:
1. To convert continuous-time system to discrete-time system.
2. To determine step and impulse responses of discrete-time system.
3. Todesign LQR controller for discrete-time system.

MATLAB Commands:
For conversion from continuous to discrete-time system- c¢2d, c2dm
For determination of step and impulse responses- dstep, dimpulse.

For LQR controller design - [K S E]=dlgr(A,B,Q,R)

Assignment
1. Consider the transfer function of a system as G(s) = - L
s“+s+1

e Determine the transfer function in discrete domain considering sampling time
Ts=0.1s and zero order holding device.
e Determine its pole and draw pole-zero map.

2. Alinear plant is presented by-

0 1
-8 -6

1

X(t)=[ ]X+[_1]u;y=[3 -1]X
e Convert the system in discrete domain considering Ts=0.1s and zero order
holding device.

e Determine its step response.

3. Consider the transfer function of a system as G(s) = Srare Determine the transfer

function in discrete domain considering sampling time Ts=0.1s and zero order holding
device.
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e Determine its step response.
e Determine impulse response.

4. For the system described by the state model as

e+ D=0 2 |00+ [g]uto

y(k)=1[1 0]x(k)

Determine x(k) and y(k) using Matlab.

5. The state model of a system is given by-

_ 0o 1 0 0
XoO=|o o 1 |x+|o]wyy=01 1 11X
—5 -7 -10 4

Convert the system in discrete domain and design LQR controller for the discrete-time
system.
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Part B: Hardware
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Experiment No. 1

Title: Experiments on AC servomotor
a) To study the AC servo motor speed control
b) To study the AC servo motor position control

Object:
e To study AC servo motor speed control using PEC16M7 module.
e To study AC servo motor position control using PEC16M7 module.

Apparatus required:

NooohkowNE

Trainer Kit:

PEC16M

7 Module

PEC16M7 Module
Micro-4011

AC servomotor setup
34 pin FRC cable
RS-232 cable
Peer to peer cable
15 pin connector
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CONNECTION DIAGRAM
PEC16M7
PWM INPUT
SUPPLY
-
INPUT FEEDBACK A 4 INPUT

< AC/DC STEPPER [
MOTOR

MICRO-4011

Procedure:
Connection Procedure

e Connect the 230V AC supply to the PEC16M7 module, Micro-4011 and AC servo motor.

e Connect the 34 pin FRC cable to PWM inputs of PEC16M7 module and the P9 of micro-
4011 kit.

e Connect the 15-pin connector to the PEC16M7 power module K to the motor setup.
e Connect the RS232 cable to display input of PEC16M7 module & P3 of micro-4011kit.
e Connect the peer-to-peer cable to motor feedback of PEC16M7 module and to the motor.

Experiment Procedure (Velocity Control)

1. Switch ON power supply of the PEC16M7 module, Micro-4011 and AC Motor.
2. Switch ON the 12V DC ON/OFF switch.
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&

10.

Switch ON the power ON/OFF switch in the PEC16M7s module.
Press the reset switch in the PEC16M7 module and Micro-4011.
LCD in the Micro-4011 displays as follows with a delay of few seconds.

AC Motor Control

AC Motor
1. Position control
2. Speed control

Initially cursor the position control option to select the desired option from the above
display do the following. (If LCD display shows more than one option follow the below
procedure to select desired option)

a) By using the second key can change the cursor to desired control method.

b) Then press first key to select, LCD will display as below.

Speed Control

Open loop
Closed loop

Using second key change the cursor to open loop operation and then select using first
keys, LCD will display as below.

Open loop

FORWARD
REVERSE

Using second key change the cursor to forward direction and then select using first keys,
LCD will display as below.

AC speed - forward
Mod index = 0.00
Actual speed =0

Set the modulation index between (0.0 — 0.93). Now the motor will start to run
corresponding to the modulation index. Then actual speed waveform will be displayed in
the graphical.

Then press reset button of micro-4011 and graphical LCD, select reverse direction using
second key, LCD will display as below.
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11.

12.

13.

14.

15.

16.

17.

AC Speed — reverse
Mod index =0.00
Actual speed =0

Set the modulation index between (0.0 — 0.93). Now the motor will start to run
corresponding to the modulation index. Then speed waveform will be displayed in the
graphical LCD.

Then press reset button of micro-4011 and graphical LCD again select the closed loop
operation using second key, LCD will display as below.

Closed loop

1. PID control
2. PI control
3. P control

(Select any controller by using first key and then press second key).
Select PID control using the respective keys, LCD will display as below.

PID CONTROL

Enter the Kp value
0.00

Then press the enter key (press the both keys at a time), LCD will display as below.

Enter the Ki value
0.00

Again, press the enter key (press the both keys at a time), LCD will display as below.

Enter the Kd value
0.00

Again, press the enter key (press the both keys at a time), LCD will display as below.

AC SPEED - PID
CONTROL
Set speed = 0000
Actual speed =0

Then set the speed of the motor by varying (100-1500) RPM using first and second key,
Now the motor will start to run in the set speed. Actual speed PID control waveform will
be display using graphical LCD.
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18.

19.

20.

21.

22.

23.

24,

25.

Then press the reset button and select PI control using respective keys, LCD will display
as below.

PI CONTROL

Enter the Kp value
0.00

Again, press the enter keys (press the both keys at a time), LCD will display as below.

Enter the Ki value
0.00

Again, press the enter keys (press the both key), so that the below display will appear.

AC SPEED - PI
CONTROL
Set speed = 0000
Actual speed =0

Then set the speed of the motor by varying (100-1500)RPM using first and second key,
Now the motor will start to run in the set speed. Actual speed PI control waveform will be
display using graphical LCD.

Again, press the reset button then select P control using respective keys, LCD will display
as below.

Again, press the enter keys (press the both keys at a time), LCD will display as below.

Enter the Ki value
0.00

Then set the speed of the motor by varying (100 - 1500)RPM using first and second key,
Now the motor will start to run in the set speed. Actual speed P control waveform will be
display using graphical LCD.

For the study of closed loop operation with some other values of Kp, Ki and Kd follow
above procedure and vary the values of Kp Ki and Kd using first and second key and follow
the same procedure.

Experiment Procedure (Velocity Control)

1.

Switch ON power supply of the PEC16M7 module, Micro-4011 and AC Motor.

2. Switch ON the 12V DC ON/OFF switch.

ok~ w

Switch ON the power ON/OFF switch in the PEC16M7s module.
Press the reset switch in the PEC16M7 module and Micro-4011.
LCD in the Micro-4011 displays as follows with a delay of few seconds.
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AC Motor Control

AC Motor
1. Position control
2. Speed control

6. Initially cursor the position control option to select the desired option from the above
display by using the second key can change the cursor to desired control method and then
press first key to select, LCD will display as below.

Position Control

. PID control
. PI control
. P control

W 2 —

(Change the cursor position to desired control using second key and then select by using first

key).
7. Select PID control using respective keys, LCD will display as below.

PID CONTROL

Enter the Kp value
0.00

8. Then press the enter key (press the both keys at a time), LCD will display as below.

Enter the Ki value
0.00

9. Again, press the enter key (press the both keys at a time), LCD will display as below.

Enter the Kd value
0.00

10. Again, press enter key (press the both keys at a time), so that the below display will
appear.

AC POS-PID CONTROL
Set position = 000
Actual position = 0

11. Then vary the set position between (0-345) the speed of the motor by varying the first
and second key, Now the motor will start to run in the set speed. Actual position PID
control waveform will be display using graphical LCD.
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12.

13.

14.

15.

16.

17.

18.

19.

Then press reset button and select P1 control using respective keys, LCD will display as
below.

PICONTROL

Enter the Kp value
0.00

Again, press the enter key (Press the both keys at a time), LCD will display as below.

Enter the Ki value
0.00

Again, press Enter key (press the both keys at a time), so that the below display will
appear.

AC POS-PI CONTROL
Set position = 000
Actual position = 0

Then vary the set position between (0-345) the speed of the motor by varying the first and
second key, Now the motor will start to run in the set speed. Actual speed Pl control
waveform will be display using graphical LCD.

Again, press reset button the select P control using respective keys, LCD will display as
below.

Enter the Kp value
0.00

Again, press enter key (press the both keys at a time), LCD will display as below.

AC POS-P CONTROL
Set position =0
Actual position =0

Then set the position between (0-345) the speed of the motor by varying the first and second
key, Now the motor will start to run in the set speed. Actual speed P control waveform will
be display using graphical LCD.

For the study of closed loop operation with some other values of Kp, Ki and Kd follow the
above procedure and vary the values of Kp, Ki and Kd using first and second key and
follow the same procedure.
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Experiment No. 2

Title: Heat flow experiments

a) On-Off temperature control

b) Proportional-integral (Pl) temperature control
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1. Introduction

The Quanser Heat Flow Experiment (HFE) is the process control plant shown in Figure 1. This system
consist of a chamber equipped with three temperature sensors located equidistantly. There is a coil-
based heater and a blower at one end chamber that is used to transfer heat conductively. The HFE has a
built-in amplifier to deliver power to the heater and blower and the amount of power is controlled using
analog signals. There is also a tachometer mounted on the blower to measure the speed of the fan.

The purpose of the experiment is to model the system using the “bumptest” method. This is a simple
technique used to find the first-order model of the system (for a particular temperature sensor). The
second main topic is temperature control. The temperature of the chamber is regulated by using an on-
off control and a PID-based compensator. The on-off control is a more basic approach that does not
require any knowledge of the plant. The PID algorithm is designed using the model previously found,
and can obtain better performance. More practical process control related concepts are discussed, such
as set-point point and integral anti-windup.

Figure 1: Quanser Heat Flow experiment.

The following topics are covered in this laboratory:
e Derive a first-order transfer function model of the system using the Bumptest method.
e Implement an on-off scheme using a relay switch to control the temperature.
e Design a Proportional-Integral controller to regulate the temperature using process control
related strategies such as set-point weight and anti-windup.

Document Number 842 ¢ Revision 1.21 ¢ Page 1
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2. Prerequisites

In order to successfully carry out this laboratory, the user should be familiar with the following:
e Wiring and operating procedure of the Heat Flow plant with the data acquisition device, as
discussed in Heatflow User Manual.
e Transfer functions.
e Designing a PID controller.

3. Overview of Files

Table 1 below lists and describes the various files supplied with the experiment.

File Name Description

Heat Flow Laboratory — Student  This manuals goes through some pre-lab and in-lab exercises to

Manual.pdf model and control the Quanser Heat Flow device.

Heat Flow — User Manual Describes the Heat Flow hardware, gives its specifications, and
explains how to setup and wire the system to perform labs.

setup_hfe.m The main Matlab script that sets the sensor calibration gains of the
Heat Flow. Run this file only to setup the laboratory.

hfe lib.mdl Heat Flow Simulink library that has the Heat Flow subsystem. This

subsystem contains QUARC block that interface to the Heat Flow
hardware, i.e. heater and blower and temperature sensors.

q_hfe open_loop.mdl Simulink file that can feed open-loop voltages to the heater and
blower and measure the temperatures using QUARC.

q_hfe on_off.mdl Simulink file that implements the on-off controller on the Heat
Flow system using QUARC.

q_hfe pi.mdl Simulink file that implements the PI controller on the Heat Flow
system using QUARC.

Table 1: Files supplied with the Heat Flow experiment.

Document Number 842 ¢ Revision 1.21 ¢ Page 2
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4. Pre-Lab

Section 4.1 explains how to model the Heat Flow plant. In Section 4.2, the percentage overshoot,
steady-state error, and peak time desired response is discussed. Two controllers to regulate the
temperature in the chamber are then investigated in Section 4.3: the on-off control and the proportional-
integral compensator.

4.1. Modeling

4.1.1. Dynamics of the Heat Flow Experiment

The complete thermodynamic model of the Quanser Heat Flow system is a challenge beyond the scope
of this manual. The block diagram shown in Figure 2 depicts the inputs and outputs of the system. The
blower voltage, Vs, and heater voltage, V., applied affects how the chamber temperature changes with

respect to the ambient (i.e. room) temperature, denoted by variable T,.

Tﬂ
12, f
—
vy =V
—_ =
Blower AT, ¥=T,
Fls) — —_—
_—
vy ="V
Ly f Chamber
e
Heater
Figure 2: Dynamics of Heat Flow system.
The temperature of the chamber at sensor #n can be described by
d
2 O =1V Vi Tpp X)) [1]

M

where X, is the distance between sensor n and the heater. For the purposes of designing a temperature
controller, a simple first-order transfer function model of the system will suffice. Consider the transfer
function

T (s)=—"— [2]

where for temperature sensor #, K, is the steady-state gain and t, is the time constant.
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4.1.2. Bumptest

The bumptest is a simple test based on a step response for a stable system. It is carried out in the
following way. A constant input is chosen. A stable system will then reach an equilibrium. The input is
then changed rapidly to a new level and the output is recorded.

EI:I 1 1 1 1 1 1 1 1 1

E T T T T T T T T T
umax """"""""""""""""

4+ ]

- Au

2t ]
I'Imin

ok _

| | | | | | | |

|
] 10 15 20 25 30 35 40 45 a0
time (=)

Figure 3: Input and output signal used in the bumptest method.

The step response shown in Figure 3 is generated using the transfer function

Y(s) K
= [3]
U(s) 1s+1
with the parameters
K =10.0 [4]
and
1=50[s] [5]

The input signal, u, is a step that begins at time t,. The input signal has a minimum value of uny, and a
maximum value of um... The resulting output signal is initially at y,. Once the step is engaged, the
output eventually settles to its steady-state value y. From the output and input signals, the steady-state
gain is
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Ay
K=—" 6
A [6]
where
Ay=Ye—Yo . [7]
and
Au=uy e =~ Umin ' [8]

In order to find the model time constant, t, the output signal at y(t;) must be measured. It is defined

-1
y(tl):(l—e( ))AY+YO [9]
and the time is
t1:l0+’t ‘ [10]

From this, the model time constant is
T=1 1~ t() . [11]

4.2. Desired Response

4.2.1. Second-Order System

The block diagram shown in Figure 4 is a general unity feedback system with a compensator C(s) and a
transfer function representing the plant, P(s). The measured output, Y(s), is supposed to track the
reference signal, R(s), and the tracking has to satisfy certain specifications.

Compensator Plant

R(s) E(s) Y(s)
C(s) ———» P(s) >

Figure 4: Unity feedback system.
The output of the system shown in Figure 4 is

Y(s)=C(s) P(s) (R(s) = Y(s)) [1]

and by solving for Y(s) the resulting closed-loop transfer function
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Y(s) = C(s)P(s)R(s) 2]
1+ C(s)P(s)

is obtained. Recall that the HFE voltage-to-temperature transfer function

P(s) = [3]

s+ 1

As will be seen in the control design section, using a proportional-integral (PI) compensator with a
first-order plant, such as in [3], the closed-loop transfer function in [2] has the form

Y(s) ~ @n2

B [4]
R(s) s2+2§(ons+(on2

where ®, is the natural undamped frequency and C is the damping ratio. This is called the standard
second-order transfer function and the properties of its response depend on the values of @, and {
parameters.

4.2.2. Peak Time and Overshoot

Consider when a second-order system as shown in Equation [4] is subjected to a reference step
0
R(s)=—" [5]
s

with an step amplitude of Ry = 1.5. The obtained response is shown in Figure 5, below, where the red
trace is the output response, y(t), and the blue trace is the reference step, r(t).

Document Number 842 ¢ Revision 1.21 ¢ Page 6



Heat Flow — Student Laboratory Manual

2_ .
148F .
= :
s 17 ! i
= :
05k 5 .
o " ' : i
t t
II:I Imax 1 1 1 1
0.9 1 1.1 1.2 1.3 1.4 15 16

time ()

Figure 5: Standard second-order step response.

The maximum value of the response is denoted by the variable ym.x and it occurs at a time t.... For a
response similar to Figure 5, the percentage overshoot is found using the equation
100 (v, .« = Ro)

PO = 6
R [6]

From the initial step time, to, the time it takes for the response to reach its maximum value is

tp =Lnax ~ 10 . [7]

This is called the peak time of the system.

In a second-order system, the amount of overshoot depends solely on the damping ratio parameter and
it can be calculated using the equation

uxe

- /1_z;2 8]

PO=100e¢
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The peak time depends on both the damping ratio and natural frequency of the system and it can be
derived that the relationship between them is

p 2 [9]

Generally speaking then, the damping ratio affects the shape of the response while the natural frequency
affects the speed of the response.

4.2.3. Steady-State Error

Steady-state error is the difference between the reference and output signals after the system response
has settled. Thus for a time # when the system is in steady-state, the steady-state error equals

Cgs = Tos(?) = V(1) [10]
where r4(t) is the value of the steady-state reference and yys 1s the steady-state value of the process
output.

Assume the compensator is .
1. Find the error transfer function E(s), shown in Figure 4, in terms of the reference R(s), the plant
P(s), and the compensator C(s).

2. Recall the final-value theorem
e = Im s E(s)
s—>0

[11]

Given that the compensator equals

Document Number 842 ¢ Revision 1.21 ¢ Page 8




Heat Flow — Student Laboratory Manual

Cls) =k [12]

the reference is the step defined in [5], and the process model is the transfer function in [3], find
the steady-state error of the system.

3. Based on the steady-state error result from a step response with a proportional gain, what Type
of system is the Heat Flow when performing temperature control (0, 1, 2, or 3)?
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4.2.4. Heat Flow Specifications

The time-domain specifications for controlling the temperature of the HFE are:

€5 =0 [13]
tp= 15.0 [s] and [14]
PO=150 [15]

Thus when tracking the desired temperature, the transient response should have a peak time less than or
equal to 15.0 seconds, an overshoot less than or equal to 15 %, and the steady-state response should
have no error.

Calculate what the maximum peak of the response, in degrees Celsius, when the desired temperature is
Td(t):Td, off+R0 ustep(t_tO) [16]

The step function is defined as

1 0<t
Usrep(T) = {_l 20 [17]
the offset temperature is ’
Td, off= 47.5 [degC] [18]

and the amplitude of the step is
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Thus when the step goes positive to 1, the desired temperature will be at 50.0 °C.

4.3. Temperature Control

4.3.1. On-Off Control

An on-off control can be implemented using a variety of switches and its design requires no model of
the plant. The block diagram shown in Figure 6 shows the on-off controller that will be used with the
Heat Flow. The on-off control is implemented using a relay switch. Also shown in the diagram, is the
nonlinear dynamics of the heater actuator, which is limited between 0 V and 5.0 V.

¥ T

i v=F, AT =T
f 0 TR B A Wkl R

Heater Chamber

L

Figure 6: On-off control with relay.

The relay characteristics is illustrated in Figure 7. When on, the relay switch outputs a voltage of Vi, o
to the heater. When off, its outputs a value of V. to the heater (typically this is set to 0 V). The
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hysteresis width, ATy, can be adjusted according to the desired goal. Changing the width of this
hysteresis affects the performance of the control, as will be investigated in the laboratory.

Ve
A
V’k.ﬁ'i! _______ F Y
ﬂ.aﬂ’ -
| I
T, =T
1 0.0) T &
| I
| I
AT, A%
2 2

Figure 7: Relay switch.

4.3.2. Proportional-Integral Control

4.3.2.1. Closed-Loop Transfer Function

The proportional-integral (PI) compensator used to control the temperature of the Heat Flow has the

structure

Vi) =k, (b, T ) =T(1)) +k; JTd(t) ~T(t) dt

[20]

where k, is the proportional control gain, b, is the set-point weight, k; is the integral control gain, Tq(t)
1s the desired or setpoint temperature, T(t) is the measured chamber temperature at a particular sensor,
and V() is the heater control voltage. The block diagram of the PI control is illustrated in Figure 8.

Remark: The temperature is controlled about a single sensor — either 1, 2, or 3. From this point on, the
T, notation for measured temperature at sensor n will be dropped. The 7 denotes the temperature
measured at a particular sensor. Typically this will be sensor 1 but it can be chosen for any.
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’"=Ta‘___

T-5+1

Figure 8: Heat Flow PI controller.

1. Find the closed-loop temperature control transfer function, T(s)/Tq(s), using the time-domain PI
control in Equation [20], the block diagram in Figure 8, and the process model in [3]. Assume

the zero initial conditions, thus T(0") = 0.

4.3.2.2. Find Pl Gains

1. The resulting PI Heat Flow closed-loop transfer function has the same structure as the standard
second-order system given in [4]. The denominator of [4] is called the standard characteristic
equation,

52+2Qcons+con2

[21]

Find the control gains k, and k; that map the characteristic equation of the HFE closed-loop
system to the standard characteristic equation given above. With these two equations, the
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control gains can be designed based on a specified natural frequency, m,, and damping ratio,

2. Using the equations described in Section 4.2.2, express the natural frequency and the damping
ratio in terms of percentage overshoot and peak time specifications.
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ofi]2

3. Calculate the minimum damping ratio and natural frequency required to meet the specifications
iven in Section 4.2.4.

The PI gains will be computed in an in-lab exercise once the model parameters have been found.
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4.3.2.3. Steady-State Error

1. Find the error transfer function of the closed-loop Heat Flow system when using the PI
compensator.
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4.3.2.4. Anti-Windup

The heater actuator on the Heat Flow can be modeled by the function

5 S<v
u(t)=1v —v<0and-5+v<0 [22]
0 v<0

where v(2) is the ideal control voltage and u(?) is the actual voltage applied. As described, the heater
operates linearly in the 0-5.0 V range but saturates when it goes below 0 V or beyond 5.0 V.

This non linearity can cause issues when used with a controller that has integral action. If the controller
saturates, the integrator may begin to drift and effectively break the feedback loop. This is called
integrator wind up.

An integrator anti-windup scheme such as the one shown in Figure 9 can be used to mitigate this issue.
If the control signal does not saturate, then the extra feedback loop with the time constant T, is inactive
because # = v. When the controller output saturates, the extra feedback loop drives the saturation error,
e, to zero and causes the integrator to output a value just at the saturation limit. This means that the
control signal will decrease from the saturation limit as soon as the control error goes negative.

Actuator
Model:
sat()

1
g

Figure 9: PI with anti-windup scheme.

The windup protection is governed by the integrator reset time, T,. There is less protection against
windup if T, is made large (e.g. none if T, = ). If T; = 1 second, then the integrator is reset in one
sampling period.

In Figure 10, the effect of using an anti-windup scheme is shown. The dashed blue line represents the
response without windup protection and the solid red line is the response with anti-windup. When wind
up occurs, the integrator builds up a lot of energy and causes there to be a larger overshoot in the
response. However, with anti-windup the input to the integrator is decreased when the controller
saturates and the overshoot is decreased significantly. Anti-windup becomes especially important in

Document Number 842 ¢ Revision 1.21 ¢ Page 17



Heat Flow — Student Laboratory Manual

slow systems with large time constants, such as the Heat Flow, because the integrator has more time to
wind up.

1|:| T T T T T
ar With anti-windup '
E -

Ty

2 -
|:| -

| | | | |
1] ] 10 15 20 25 30

E T T T T T
4| 4
s -
= 0 =
2t 4
A 4

B 1 1 1 1 1
1l ] 10 14 20 25 30

Figure 10: Effect of using integrator anti-windup on response.

5. In-Lab Procedures

5.1. Bumptest Modeling

The g_hfe _open_loop Simulink diagram shown in Figure 11 is used to feed open-loop voltages to the
heater and blower and measure the corresponding chamber temperatures and fan speed. The Heatflow
subsystem contains QUARC blocks that interface with the Heat Flow hardware. The To Host File block
is used to save the temperature sensors readings and the blower and heater input voltages to a Matlab
MAT file. The experimental data saved in this file can then be accessed in Matlab to plot the response
and take measurements.
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Eile Edit Miew Simulation Format Tools QUARC Help
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Saturation =
Temp (deg C)
e =]
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Saturaticn Heatflow Fan Speed {rpm)
L Convert
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Heating Data
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O—sf-
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|

Input Vaoltage (V)

Compare

To Constant
@ netan Stop with Message

“Bump test complete.”

Ready [100% |FixedStepDiscrete e

igure 11: Simulink diagram used to run HFE in open-loop using QUARC.

5.1.1. Getting Started

Follow this procedure to run the open-loop controller on the Heat Flow device:
1. Load the Matlab software.
2. Browse through the Current Directory window in Matlab and find the folder that contains the
lab files, e.g. g _hfe_open_loop.mdl.
3. Double-click on the g hfe open loop.mdl file to open the Simulink diagram shown in Figure
11.
4. Go to the Current Directory window and open the setup hfe.m file.

Run the script by selecting the Debug | Run item from the menu bar or clicking on the Run

button in the tool bar. This loads the appropriate sensor calibration gains in the Matlab

workspace.

6. The Heatflow subsystem in this model is linked to a Simulink library called Afe lib.mdl. To
access the library, right-click on the Heatflow subsystem and select Link Options | Go To
Library Block. Double-click on the block to open it. The interior of the Heatflow subsystem is
shown in Figure 12, below.

W
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11.

r = =
W Link: g_hfe_open_loop/Heatflow H e e
File Edit View Simulation Format Tools QUARC Help
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= Analeg 2 =
5 Anal Calib (degCn)
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Biss HIL Write Analog HIL Read Analag
{HIL-1) Timebase

(HIL-1)

T2 (d

T2 Calib {degC/V)

Fan {rpm})

Fan Calib (RPM/V)

0  |FixedStepDiscrete

Figure 12: Heatflow subsystem.

Configure DAQ: Double-click on the HIL Initialize block inside the Heatflow subsystem (from
hfe_lib) and ensure it is configured for the DAQ device that is installed in your system. By
default the block is setup for the Quanser Q8 hardware-in-the-loop board. Before making
changes, make sure you unlock the Simulink library by clicking on Edit | Unlock Library in the
hfe_lib menu bar.

Save any changes and close Afe [ib. All the Heat Flow QUARC controllers are linked to this
block so any changes only have to be applied once.

Ensure all the connections have been made as instructed Reference Heatflow User Manual.

. Power on the Heat Flow.

Remark: The blower should start when the power is engaged.
You are now ready to build and run the controller.

5.1.2. Running the Bumptest

This procedure demonstrates how to perform the bumptest with the heater:

SNk =

Setup the Matlab workspace and the HFE Library as discussed in Section 5.1.1.

Click on Quarc | Build to compile the g _hfe_open_loop Simulink diagram.

Go to Quarc | Start to begin running the controller.

A 4V step is applied to the heater 5 seconds after the control begins running.

Make sure Vb = 4 in the Simulink diagram.

The scopes should be displaying responses similar to figures 13, 14, and 15. When the heater
step is applied the temperature in the chamber begins to increase.
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Figure 13: Temperature bumptest response. T1 is Figure 14: Fan speed in blower.

yellow, T2 is purple, and T3 is cyan.
S R

Time offset: 0
igure 15: Heater (yellow) and blower (purple) voltage.
7. The controller is automatically stopped after 59 seconds.

8. The temperature sensor readings and blower and heater voltages are saved in the MAT file

data open_loop.mat and it can be be accessed using the Matlab commands shown in Text 1,
below.
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% load raw data from MAT file
load('data open loop.mat');

% save into variables

t = data_hfe ol(1,:);

Tl = data _hfe o0l(2,:);
T2 = data_hfe ol (3,:);
T3 = data_hfe ol(4,:);
Vh = data hfe ol(5,:);

Vb =data_hfe ol(6,:);
Text 1: Loading data from data_open_loop.mat.

9. Does the temperature in different locations along the duct

o up at the same rate? Explain.

10. Using the commands shown in Text 1 and Matlab plotting commands, create a plot that shows
the temperature response at the T, sensor as well as the blower and heater voltages used. Attach

this to your report.
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11. The Heat Flow step response resembles a first-order transfer function. Using the bumptest
method discussed in Section 4.1.2, find the steady-state gain observed at the T, sensor.
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12. Find the time constant from the obtained response.
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13. Turn off the Heat Flow device if no more experiments will be conducted in this session.

Other things to try...
e Modeling using a random input (e.g. using the Matlab System Identification toolbox).
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5.2. On-Off Temperature Control

The g _hfe on_off Simulink model shown in Figure 16, below, is used to run the on-off controller
discussed in Section 4.3.1 on the Heat Flow device. The Heatflow subsystem is linked to the Heat Flow
library, hfe_lib, and the on-off controller is implemented using the Simulink Relay block.

i q_hfe_on,_off |-_| |E| f'zl
File Edit Yew Simulation Format Tools QuaRC  Help
D EHS Tt Jerd < BERS REME
Heatflow: On-Off Temperature Control
. (I
>
Temp (deg C)
Choose Sensor
-,
oooo
el |
fela] L i) Ll
Signal Amplitude Relay Heater ::\_
Generatar tdeg C) Saturation
—a
47 .5 -
g bl hultiport
Offzet (deg C) Wb (v Blower Switch
Saturation He atflaw
)
Input Waoltage (W)
Ready 100%: FixedStepDiscrete

Figure 16: Simulink diagram to run on-off controller on Heat Flow using QUARC.

This procedure demonstrates how to run the on-off on the HFE:
1. Setup the Matlab workspace and the HFE Library for the ¢ Afe on_off Simulink model (shown
in Figure 16, above) as discussed in Section 5.1.1.
2. Click on Quarc | Build to compile the QUARC controller.
3. Set the Amplitude (deg C) block to 2.5 and the Offset (deg C) to 47.5. This square setpoint will
vary between 45.0 °C and 50.0 °C.
4. Inthe Signal Generator block, set the Frequency of the square wave to 0.02 Hz.
Set the Vb (V) block to 4.0 V. The blower will be running at a constant rate while we vary the
voltage to the heater, using the on-off control, to regulate the temperature to the setpoint.
6. For this run, set the Choose Sensor block to 1 in order to control the temperature about the T,
sensor. However, you can select whichever sensor (1, 2, or 3) to control.
7. Go to Quarc | Start to begin running the controller.
8. The typical on-off control temperature response for sensor T, is shown in Figure 17 and the
heater and blower voltages are shown in Figure 18. The heater voltage is the yellow trace and
the purple plot is the blower voltage.

9]
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igure 17: T1 on-off controller response. . igure 18: On-off control signals.

9. After each run, the last 100 seconds of the desired and measured temperature readings and the
heater and blower voltages are saved to the Matlab workspace under the variables data_temp
and data_u, respectively. You can access the data using the the commands shown in Text 2,

below.
% save into wvariables
t = data temp(:,1);
Tld = data _temp(:,2);
Tl = data_temp(:,3);
Vh = data u(:,2);
Vb = data u(:,3);
Text 2: Loading data from workspace variables data_temp and data_u.

Using the commands outlined in Text 2, above, and Matlab plotting commands, create a plot
that shows the temperature response at the T, sensor as well as the blower and heater voltages
used when running the on-off controller with a hysteresis width of 1.0 °C, Vy,.x= 0, and Vo =
5.0 V. Attach the resulting plot to your report.
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10. Give one advantage and one disadvantage of the on-off controller.
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11. Reduce the hysteresis width by a desired amount. Make sure you document what on-off control
parameters were used and attach a plot of the response (showing the temperature and heater and
blower voltages).
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12. How does decreasing the hysteresis width affect the response? Do you see any potential
drawbacks to making the width too small?
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13. Click on QUARC | Stop to turn off the controller.
14. Power off the Heat Flow if no more experiments will be ran in this session.

Other things to try...
e Vary the on-off voltages of the heater relay.
e Add an on-off controller for the blower.
e Smooth out the output voltages using a sigmoid or rate limiter.

5.3. Pl Temperature Control

The Simulink model called ¢ _hfe_ pi, depicted in Figure 19, is used to implement the PI compensator
on the Heatflow using QUARC. The setpoint is set to the same temperature as in the on-off controller.
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Figure 19: Simulink diagram used to run PI control on Heat Flow using QUARC.

The PI Control subsystem is shown in Figure 20. As depicted, the kp and ki Slider Gain blocks are used
to change the proportional and integral gains, respectively. You can also vary the set-point weight and
the integral anti-windup of the compensator. Set-point weight hasn't been discussed but its affect on the
response will be investigated in the laboratory session.

[=1 q_hfe_pi/Pl Control * M=
File Edit ‘Wiew Simulation Formak Tools  QuoaRC Help
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Figure 20: Inside the PI Control subsystem in q_hfe_pi model.
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5.3.1.1. Qualitative Proportional Control

In this procedure, the user can see the effect of having integral control.

1.

2.
3.

9]

Setup the Matlab workspace and the HFE Library for the ¢ Afe pi Simulink model as discussed
in Section 5.1.1.

Click on Quarc | Build to compile the QUARC controller.

Set the Amplitude (deg C) block to 2.5 and the Offset (deg C) to 47.5. This square setpoint will
vary between 45.0 °C and 50.0 °C.

In the Signal Generator block, set the Frequency of the square wave to 0.02 Hz.

Set the Vb (V) block to 4.0 V. The blower will be running at a constant rate while we vary the
voltage to the heater, using the on-off control, to regulate the temperature to the setpoint.

For this run, set the Choose Sensor block to 1 in order to control the temperature about the T,
sensor. However, in the future you can select whichever sensor (1, 2, or 3) to control.

In the menu of the Simulink model, go to QUARC | Start to begin running the controller.

The control temperature response for sensor T, is shown in Figure 21 with the PI gains set to k,
=0.7 and k; = 0.05. These, of course, are just the initial gains and can be changed to alter the
closed-loop behaviour. The heater and blower voltages are given in Figure 22. The heater
voltage is the yellow trace and the purple plot is the blower voltage. Again the blower is held at
a constant 4.0 V.

SBE PLr ABR DA F

SBPLPL ABE BDA S

Time offzet: 0 Time offzet: 0

igure 21: PI temperature response. . igure 22: PI blower and heater voltages.

To observe the affect of a pure proportional control, set kp = 0.3 and ki = 0.

. Allow the temperature to settle to 45.0 °C. When the step goes up to to 50.0 °C, let the

controller run until the step goes back down again. Save this response in a plot and attach it to
your report.
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11. Measure the steady-state error. Is the response as expected?
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12. Using the equation developed in Section 4.2.3, evaluate the steady-state error numerically given
the amplitude of the step, the control gain 0.3, and the model parameters found in Section 5.1.2.
How does it compared to the measured value (taking the sensor resolution into account, if
necessary)?

13. Click on QUARC | Stop to stop running the controller.
14. If no more experiments will be performed in this session, turn off the Heat Flow.
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5.3.1.2. Qualitative Integral Control

1. Runthe ¢ Afe pi QUARC controller with kp = 0.5 and ki = 0.
2. Slowly begin increasing the integral gain. Attach a sample response. Discuss some of the affects
of using integral action in the controller.

3. The integral anti-windup scheme is currently being used, as identified by the saturation marks
on the Integrator block inside the PI Control subsystem (pictured in Figure 20). The heater
saturation is 0-5 V, so the lower and upper saturation limits of the integrator are set to 0 and 5,
as shown in Figure 23, below. The integrator resets every sample, so the reset time is
automatically set to T, = 1 when using this block.
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4. To turn the anti-windup off, first turn off the controller. Then go into the P/ Control subsystem,
double-click on the Integrator block, and un-select the Limit Output parameter as illustrated in
Figure 23.

=] Function Block Parameters: Integrator. &|

Inteqrator

Continuous-time integration of the input zignal.

Parameters
Esternal reset: |n0ne v|
Initial condition source: |intema| v|

Initial condition:

N Lirnit output )
Upper saturation limit:
5 |
Loweer saturation limit:
[0 |
[] Show saturation part

[ Show state port

Absolute tolerance:

|aut0

[] Ignore limit and reset when linearizing
Enable zero croszing detection

State Mame: [e.g.. ‘position’]

I Ok ] [ LCancel ] [ Help l [ Apply

Figure 23: Integrator block parameters.

Rebuild and start the g Afe pi controller.

6. Set the gains to the kp = 1 and ki = 0.4 and run through a step. Attach the resulting response in a
plot (make sure the temperature as well as the heater and blower voltages are given).

N
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7. Re-engage the windup with the same gains and attach that response. Is the response improved?
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8. Click on QUARC | Stop to stop running the controller.
9. Ifno more experiments will be performed in this session, turn off the Heat Flow.

5.3.1.3. PI Control According to Specifications

Go through this procedure to run the PI controller with gains that satisfy the specifications:

1. Recall the peak time and overshoot specifications given in Section 4.2.4. Based on the model
parameters, K and t, found in Section 5.1.2, as well as the natural frequency and damping ratio
that need to be met in order to satisfy the time-domain response requirements, calculate the
control gains k, and k.
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2. Run the g hfe pi QUARC controller with the PI gains and attach the corresponding closed-loop
step response.
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3. Measure the peak time and percentage overshoot. Do they satisfy the specifications?
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4. If the response did not satisfy the requirements or to improve it, try to do some control tuning by
adjusting the value of the set-point weight parameter via the Slider Gain block called Set-Point
Weight, found in the PI Control subsystem. It may also be helpful to adjust the PI gains slightly.
Attach any response along with the PI gains and the set-point weight used. How does the set-
point weight parameter affect the response?
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5. If adjustments were made, measure the peak time and percentage overshoot. Are the
requirements now satisfied?

Document Number 842 ¢ Revision 1.21 ¢ Page 43




Heat Flow — Student Laboratory Manual

6. Stop the QUARC controller.
7. Shut off the Heat Flow if no more experiments will be conducted in this session.

Other things to try...
e Tryusing a PID controller.

e Add an PI controller for the blower.
e Using another type of controller to regulate the temperature, e.g. lead-lag.

6. References

Data Acquisition Device User Manual
Heatflow User Manual
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1 INTRODUCTION

The Coupled Tanks plant is a "Two-Tank" module consisting of a pump with a water basin and two tanks. The two
tanks are mounted on the front plate such that flow from the first (i.e. upper) tank can flow, through an outlet orifice
located at the bottom of the tank, into the second (i.e. lower) tank. Flow from the second tank flows into the main
water reservoir. The pump thrusts water vertically to two quick-connect orifices "Out1" and "Out2". The two system
variables are directly measured on the Coupled-Tank rig by pressure sensors and available for feedback. They are
namely the water levels in tanks 1 and 2. A more detailed description is provided in [5]. To name a few, industrial
applications of such Coupled-Tank configurations can be found in the processing system of petro-chemical, paper
making, and/or water treatment plants.

During the course of this experiment, you will become familiar with the design and pole placement tuning of Proportional-
plus-Integral-plus-Feedforward-based water level controllers. In the present laboratory, the Coupled-Tank system

is used in two different configurations, namely configuration #1 and configuration #2, as described in [5]. In config-
uration #1, the objective is to control the water level in the top tank, i.e., tank #1, using the outflow from the pump.

In configuration #2, the challenge is to control the water level in the bottom tank, i.e. tanks #2, from the water flow
coming out of the top tank. Configuration #2 is an example of state coupled system.

Topics Covered

How to mathematically model the Coupled-Tank plant from first principles in order to obtain the two open-loop
transfer functions characterizing the system, in the Laplace domain.

* How to linearize the obtained non-linear equation of motion about the quiescent point of operation.

» How to design, through pole placement, a Proportional-plus-Integral-plus-Feedforward-based controller for the
Coupled-Tank system in order for it to meet the required design specifications for each configuration.

* How to implement each configuration controller(s) and evaluate its/their actual performance.

Prerequisites

In order to successfully carry out this laboratory, the user should be familiar with the following:

1. See the system requirements in Section 5 for the required hardware and software.
Transfer function fundamentals, e.g., obtaining a transfer function from a differential equation.
Familiar with designing PID controllers.

Basics of Simulink®.

o > w b

Basics of QUARC®.




2 MODELING

2.1 Background

2.1.1 Configuration #1 System Schematics

A schematic of the Coupled-Tank plant is represented in Figure 2.1, below. The Coupled-Tank system's homen-
clature is provided in Appendix A. As illustrated in Figure 2.1, the positive direction of vertical level displacement is
upwards, with the origin at the bottom of each tank (i.e. corresponding to an empty tank), as represented in Figure

3.2.

Out 2 Out1

Tank 1

Jhkop

o1

Tank 2

4 Pump

aa

T

Figure 2.1: Schematic of Coupled Tank in Configuration #1.

Water
Basin

2.1.2 Configuration #1 Nonlinear Equation of Motion (EOM)

In order to derive the mathematical model of your Coupled-Tank system in configuration #1, it is reminded that the
pump feeds into Tank 1 and that tank 2 is not considered at all. Therefore, the input to the process is the voltage to
the pump Vp and its output is the water level in tank 1, Ly, (i.e. top tank).

The purpose of the present modelling session is to provide you with the system's open-loop transfer function, G1(s),
which in turn will be used to design an appropriate level controller. The obtained Equation of Motion, EOM, should

be a function of the system's input and output, as previously defined.

D
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Therefore, you should express the resulting EOM under the following format:

oL
aitl = f(Ll’V;D)

where f denotes a function.

In deriving the Tank 1 EOM the mass balance principle can be applied to the water level in tank 1, i.e.,

0Ly
A —F,—F 2.1
tl ot il ol ( )

where Ay is the area of Tank 1. Fj; and F,; are the inflow rate and outflow rate, respectively. The volumetric inflow
rate to tank 1 is assumed to be directly proportional to the applied pump voltage, such that:

Fj = K,V,

Applying Bernoulli's equation for small orifices, the outflow velocity from tank 1, v,;, can be expressed by the following
relationship:

Vo1 = /2911

2.1.3 Configuration #1 EOM Linearization and Transfer Func-
tion

In order to design and implement a linear level controller for the tank 1 system, the open-loop Laplace transfer
function should be derived. However by definition, such a transfer function can only represent the system's dynamics
from a linear differential equation. Therefore, the nonlinear EOM of tank 1 should be linearized around a quiescent
point of operation. By definition, static equilibrium at a nominal operating point (V,0, L1o) is characterized by the
Tank 1 level being at a constant position L, due to a constant water flow generated by constant pump voltage V.

In the case of the water level in tank 1, the operating range corresponds to small departure heights, L1, and small
departure voltages, V},1, from the desired equilibrium point (V,0, L1o). Therefore, L, and V, can be expressed as
the sum of two quantities, as shown below:

Ly =L+ L1, Vp=Vpeo+Vn (2.2)

The obtained linearized EOM should be a function of the system's small deviations about its equilibrium point
(Vo, L1o). Therefore, one should express the resulting linear EOM under the following format:

0
aLu = f(L11, Vp1) (2.3)

where f denotes a function.

Example: Linearizing a Two-Variable Function
Here is an example of how to linearize a two-variable nonlinear function called f(z). Variable z is defined

2l = [21 22]

and f(z) is to be linearized about the operating point




The linearized function is

(22 —b)

Z=Z0

o= £+ ()

. (21 —a) + (i{?)

For a function, f, of two variables, L, and V), a first-order approximation for small variations at a point (L,V,) =
(L10, Vpo) is given by the following Taylor's series approximation:

82
L, 0V,

0

J(L1,Vp) = f (Lo, Vpo) + (é)Llf(Llo’ VpO)) + (L1 — Lyo) (8?/}, (L107‘/pO)) (Vo — Vo) (2.4)

Transfer Function
From the linear equation of motion, the system's open-loop transfer function in the Laplace domain can be defined
by the following relationship:

L11 (S)
Gi(s) = 2.5
1 ( ) Vpl (8) ( )
The desired open-loop transfer function for the Coupled-Tank's tank 1 system is the following:
chl
= 2.
G1(s) s+ 1 (2.6)

where K., is the open-loop transfer function DC gain, and 7 is the time constant.

As aremark, itis obvious that linearized models, such as the Coupled-Tank tank 1's voltage-to-level transfer function,
are only approximate models. Therefore, they should be treated as such and used with appropriate caution, that is
to say within the valid operating range and/or conditions. However for the scope of this lab, Equation 2.5 is assumed
valid over the pump voltage and tank 1 water level entire operating range, V,, pear @nd Lq_p,qz, respectively.

2.1.4 Configuration #2 System Schematics

A schematic of the Coupled-Tank plant is represented in Figure 2.2, below. The Coupled-Tank system's nomen-
clature is provided in Appendix A. As illustrated in Figure 2.2, the positive direction of vertical level displacement is
upwards, with the origin at the bottom of each tank (i.e. corresponding to an empty tank), as represented in Figure
2.2.

2.1.5 Configuration #2, Nonlinear Equation of Motion (EOM)

This section explains the mathematical model of your Coupled-Tank system in configuration #2, as described in
Reference [1]. It is reminded that in configuration #2, the pump feeds into tank 1, which in turn feeds into tank 2.
As far as tank 1 is concerned, the same equations as the ones explained in Section 2.1.2 and Section 2.1.3 will
apply. However, the water level Equation Of Motion (EOM) in tank 2 still needs to be derived. The input to the tank
2 process is the water level, L, in tank 1 (generating the outflow feeding tank 2) and its output variable is the water
level, Lo, intank 2 (i.e. bottom tank). The purpose of the present modelling session is to guide you with the system's
open-loop transfer function, G2(s), which in turn will be used to design an appropriate level controller. The obtained
EOM should be a function of the system's input and output, as previously defined.

Therefore, you should express the resulting EOM under the following format:

oL
87152 = f(L2, L1)
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Figure 2.2: Schematic of Coupled Tank in configuration #1.

Water
Basin

where f denotes a function.

In deriving the tank #2 EOM the mass balance principle can be applied to the water level in tank 2 as follows

OL4y
Ap——==F;y— F,
275 2 2

where A, is the area of tank 2. F}5 and F,, are the inflow rate and outflow rate, respectively.
The volumetric inflow rate to tank 2 is equal to the volumetric outflow rate from tank 1, that is to say:
Fio = Fy

Applying Bernoulli's equation for small orifices, the outflow velocity from tank 2, v,2, can be expressed by the following
relationship:

Vo2 = \/2g9Lo

2.1.6 Configuration #2 EOM Linearization and Transfer Func-
tion

In order to design and implement a linear level controller for the tank 2 system, the Laplace open-loop transfer
function should be derived. However by definition, such a transfer function can only represent the system's dynamics
from a linear differential equation. Therefore, the nonlinear EOM of tank 2 should be linearized around a quiescent
point of operation.




In the case of the water level in tank 2, the operating range corresponds to small departure heights, L, and Loy,
from the desired equilibrium point (Lo, L2g). Therefore, L, and L, can be expressed as the sum of two quantities,
as shown below:

Ly = Ly + Lo, Ly =L+ L (2.7)

The obtained linearized EOM should be a function of the system's small deviations about its equilibrium point
(Lao, L1o). Therefore, you should express the resulting linear EOM under the following format:

0
aLm = f(L11,L21) (2.8)

where f denotes a function.

For a function, f, of two variables, L; and L., a first-order approximation for small variations at a point (L, Ly) =
(L10, L2o) is given by the following Taylor's series approximation:

62

OL,10L,

F (L1 La) 2= f (Lro, Lao) + (£ (L107L20)> +(Lx - L) (a‘z (L10,L20)> (Lo—Lz)  (29)

Transfer Function
From the linear equation of motion, the system's open-loop transfer function in the Laplace domain can be defined
by the following relationship:

L21(S)
Gs(s) = 2.10
2( ) Lll(s) ( )
the desired open-loop transfer function for the Coupled-Tank's tank 2 system, such that:
chQ
= 2.1
Ga(s) P—— (2.11)

where K., is the open-loop transfer function DC gain, and 7 is the time constant.

As a remark, it is obvious that linearized models, such as the Coupled-Tank's tank 2 level-to-level transfer function,
are only approximate models. Therefore, they should be treated as such and used with appropriate caution, that is to
say within the valid operating range and/or conditions. However for the scope of this lab, Equation 2.10 is assumed
valid over tank 1 and tank 2 water level entire range of motion, L .4, and La 4., respectively.
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2.2 Pre-Lab Questions

Answer the following questions:

1. Using the notations and conventions described in Figure 2 derive the Equation Of Motion (EOM) characterizing
the dynamics of tank 1. Is the tank 1 system's EOM linear?

Hint: The outflow rate from tank 1, F,;, can be expressed by:

Fol = Aolvol (212)

2. The nominal pump voltage V,, for the pump-tank 1 pair can be determined at the system'’s static equilibrium.
By definition, static equilibrium at a nominal operating point (V,0, L1o) is characterized by the water in tank
1 being at a constant position level L,y due to the constant inflow rate generated by V,,,. Express the static
equilibrium voltage V),o as a function of the system's desired equilibrium level L;, and the pump flow constant
K,. Using the system's specifications given in the Coupled Tanks User Manual ([5]) and the desired design
requirements in Section 3.1.1, evaluate V,, parametrically.

3. Linearize tank 1 water level's EOM found in Question #1 about the quiescent operating point (V,0, L1¢).

4. Determine from the previously obtained linear equation of motion, the system's open-loop transfer function in
the Laplace domain as defined in Equation 2.5 and Equation 2.6. Express the open-loop transfer function DC
gain, K,.,, and time constant, 7y, as functions of L, and the system parameters. What is the order and type
of the system? Is it stable? Evaluate K., and 7 according to system's specifications given in the Coupled
Tanks User Manual ([5]) and the desired design requirements in Section 3.1.1.

5. Using the notations and conventions described in Figure 2.2, derive the Equation Of Motion (EOM) character-
izing the dynamics of tank 2. Is the tank 2 system's EOM linear?

Hint: The outflow rate from tank 2, F,, can be expressed by:

Fo2 = A02U02 (213)

6. The nominal water level L, for the tank1-tank2 pair can be determined at the system's static equilibrium. By
definition, static equilibrium at a nominal operating point (L0, Lag) is characterized by the water in tank 2 being
at a constant position level Loy due to the constant inflow rate generated from the top tank by Liy. Express
the static equilibrium level Ly as a function of the system's desired equilibrium level Ly, and the system's
parameters. Using the system's specifications given in the Coupled Tanks User Manual ([5]) and the desired
design requirements in Section 4.1.1, evaluate L.

7. Linearize tank 2 water level's EOM found in Question #5 about the quiescent operating point (L1, L2o).

8. Determine from the previously obtained linear equation of motion, the system's open-loop transfer function in
the Laplace domain, as defined in Equation 2.10 and Equation 2.11. Express the open-loop transfer function
DC gain, K.,, and time constant, 7, as functions of L1y, Lsg, and the system parameters. What is the order
and type of the system? Is it stable? Evaluate K,., and 7 according to system's specifications given in the
Coupled Tanks User Manual ([5]) and the desired design requirements in Section 4.1.1.




3 TANK 1 LEVEL CONTROL

3.1 Background

3.1.1 Specifications

In configuration #1, a control is designed to regulate the water level (or height) of tank #1 using the pump voltage. The
control is based on a Proportional-Integral-Feedforward scheme (PI-FF). Given a +£1 cm square wave level setpoint
(about the operating point), the level in tank 1 should satisfy the following design performance requirements:

1. Operating level in tank 1 at 15 cm: L5 = 15 cm.
2. Percent overshoot less than 10%: PO; < 11 %.

3. 2% settling time less than 5 seconds: ¢, ; < 5.0 s.

4. No steady-state error: e;, = 0 cm.

3.1.2 Tank 1 Level Controller Design: Pole Placement

For zero steady-state error, tank 1 water level is controlled by means of a Proportional-plus-Integral (PI) closed-loop
scheme with the addition of a feedforward action, as illustrated in Figure 3.1, below, the voltage feedforward action
is characterized by:

Vo rs =Ksp /L (3.1)
and
Vo= Vo1 + Vp_sy (3.2)

As it can be seen in Figure 3.1, the feedforward action is necessary since the PI control system is designed to
compensate for small variations (a.k.a. disturbances) from the linearized operating point (V,0, L10). In other words,
while the feedforward action compensates for the water withdrawal (due to gravity) through tank 1 bottom outlet
orifice, the Pl controller compensates for dynamic disturbances.

— \/7 — K,

L, + ty S 4 L
: K m e G

Figure 3.1: Tank 1 Water Level Pl-plus-Feedforward Control Loop.
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The open-loop transfer function G (s) takes into account the dynamics of the tank 1 water level loop, as characterized
by Equation 2.5. However, due to the presence of the feedforward loop, G1(s) can also be written as follows:

Gi(s) = (3.3)

3.1.3 Second-Order Response

The block diagram shown in Figure 3.2 is a general unity feedback system with compensator, i.e., controller C(s)
and a transfer function representing the plant, P(s). The measured output, Y (s), is supposed to track the reference
signal R(s) and the tracking has to match to certain desired specifications.

Compensator Plant

R(s) E(s) Y(s)
C(s) ——» P(s) »

Figure 3.2: Unity feedback system.

The output of this system can be written as:

By solving for Y (s), we can find the closed-loop transfer function:

Y(s) _ Cls)Pls)
R(s) 14C(s)P(s)

The input-output relation in the time-domain for a proportional-integral (Pl) controller is

Ki(r —y)

u=Ky(r—y) + ==

(3.4)

where K, is the proportional gain and K; is the integral gain.

In fact, when a first order system is placed in series with Pl compensator in the feedback loop as in Figure 3.2, the
resulting closed-loop transfer function can be expressed as:
Y(s) w2

= n 35
R(s) s24+2Cwps+w? (3.5)

where w,, is the natural frequency and ( is the damping ratio. This is called the standard second-order transfer
function. Its response properties depend on the values of w,, and (.

Peak Time and Overshoot

Consider a second-order system as shown in Equation 3.5 subjected to a step input given by

_ Fo

R(s) .

(3.6)

with a step amplitude of Ry = 1.5. The system response to this input is shown in Figure 3.3, where the red trace is
the response (output), y(t), and the blue trace is the step input r(¢).




y(t)

rt)
PO

y(t) and r(t)
|

051 b

L L
0.9 1 11 12 1.3 14 15 186

Figure 3.3: Standard second-order step response.

The maximum value of the response is denoted by the variable y,,., and it occurs at a time ¢,,,,. For a response
similar to Figure 3.3, the percent overshoot is found using

_ 100 (ymaac - RO)

PO
Ry

(3.7)

From the initial step time, ¢y, the time it takes for the response to reach its maximum value is
tp = tmaz — to (3.8)
This is called the peak time of the system.

In a second-order system, the amount of overshoot depends solely on the damping ratio parameter and it can be
calculated using the equation

PO = 1ooe<* =) (3.9)

The peak time depends on both the damping ratio and natural frequency of the system and it can be derived as

™
t,= —— 3.10
g Wn, V 1- <2 ( )
Tank 1 level response 2% Settling Time can be expressed as follows:
4
= — M
= (3.11)

Generally speaking, the damping ratio affects the shape of the response while the natural frequency affects the
speed of the response.
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3.2 Pre-Lab Questions

1. Analyze tank 1 water level closed-loop system at the static equilibrium point (V,, L1p) and determine and
evaluate the voltage feedforward gain, K¢, , as defined by Equation 3.1.

2. Using tank 1 voltage-to-level transfer function G;(s) determined in Section 2.2 and the control scheme block
diagram illustrated in Figure 3.1, derive the normalized characteristic equation of the water level closed-loop
system.

Hint#1: The feedforward gain K;; ; does not influence the system characteristic equation. Therefore, the
feedforward action can be neglected for the purpose of determining the denominator of the closed-loop transfer
function. Block diagram reduction can be carried out.

Hint#2: The system's normalized characteristic equation should be a function of the Pl level controller gains,
K, 1,and K; ;, and system's parameters, K4, ; and 7.

3. By identifying the controller gains K, ; and K, i, fit the obtained characteristic equation to the second-order
standard form expressed below:

$2 + 20 wn15 + w2, =0 (3.12)

Determine K, | and K, as functions of the parameters w1, (i, Kqc_1, and 7, using Equation 3.5.

4. Determine the numerical values for K, ; and K; ; in order for the tank 1 system to meet the closed-loop desired
specifications, as previously stated.




3.3 Lab Experiments

3.3.1 Objectives

» Tune through pole placement the Pl-plus-feedforward controller for the actual water level in tank 1 of the
Coupled-Tank system.

» Implement the Pl-plus-feedforward control loop for the actual Coupled-Tank's tank 1 level.

* Run the obtained PI-plus-feedforward level controller and compare the actual response against the controller
design specifications.

* Run the system's simulation simultaneously, at every sampling period, in order to compare the actual and
simulated level responses.

3.3.2 Tank 1 Level Control Simulation

Experimental Setup

The s_tanks_1 Simulink® diagram shown in Figure 3.4 is used to perform tank 1 level control simulation exercises
in this laboratory.

B s tanks 1
File Edit View Simulstion Format Tools QUARC Help

D& > =0 [Nomal I BERes RRBE®

- Configuration #1 -
Tank 1 Level Loop:
Pl-plus-Feedforward Controller

Coupled-Tank Experiment |

Tank 1 Level Setpoint:
Li_1 (cm)

Ready 100% odet

Figure 3.4: Simulink model used to simulate PI-FF control on Coupled Tanks system in configuration #1.

IMPORTANT: Before you can conduct these simulations, you need to make sure that the lab files are configured
according to your setup. If they have not been configured already, then you need to go to Section 5 to configure the
lab files first.

Follow this procedure:
1. Enter the proportional, integral, and feedforward gain control gains found in Section 3.2 in Matlab as Kp_1,
Ki_1, and Kff_1.
2. To generate a step reference, go to the Signal Generator block and set it to the following:

 Signal type = square
* Amplitude =1
* Frequency = 0.02 Hz

3. Set the Amplitude (cm) gain block to 1 to generate a square wave goes between +1 cm.
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4. Open the pump voltage Vp (V) and tank 1 level response Tank 1(cm) scopes.
5. By default, there should be anti-windup on the Integrator block (i.e., just use the default Integrator block).

6. Start the simulation. By default, the simulation runs for 60 seconds. The scopes should be displaying re-
sponses similar to Figure 3.5. Note that in the Tank 1 (cm) scope, the yellow trace is the desired level while
the purple trace is the simulated level.

(a) Tank 1 Level (b) Pump Voltage

Figure 3.5: Simulated closed-loop configuration #1 control response

7. Generate a Matlab® figure showing the Simulated Tank 1 response and the pump voltage.

Data Saving: After each simulation run, each scope automatically saves their response to a variable in the
Matlab® workspace. The Vp (V) scope saves its response to the variable called data_Vp and the Tank 1 (cm)
scope saves its data to the data_L 1 variable.

» The data_L1 variable has the following structure: data L1(:,1) is the time vector, data_L1(.,2) is the set-
point, and data L1(;,3) is the simulated level.

» For the data_Vp variable, data_Vp(:,1) is the time and data_Vp(:,2) is the simulated pump voltage.

8. Assess the actual performance of the level response and compare it to the design requirements. Measure your
response actual percent overshoot and settling time. Are the design specifications satisfied? Explain. If your
level response does not meet the desired design specifications, review your Pl-plus-Feedforward gain calcu-
lations and/or alter the closed-loop pole locations until they do. Does the response satisfy the specifications
given in Section 3.1.1?

Hint: Use the graph cursors in the Measure tab to take measurements.

3.3.3 Tank 1 Level Control Implementation

The g_tanks_1 Simulink diagram shown in Figure 3.6 is used to perform the tank 1 level control exercises in this
laboratory. The Coupled Tanks subsystem contains QUARC® blocks that interface with the pump and pressure
sensors of the Coupled Tanks system.

Note that a first-order low-pass filter with a cut-off frequency of 2.5 Hz is added to the output signal of the tank 1 level
pressure sensor. This filter is necessary to attenuate the high-frequency noise content of the level measurement.
Such a measurement noise is mostly created by the sensor's environment consisting of turbulent flow and circulating
air bubbles. Although introducing a short delay in the signals, low-pass filtering allows for higher controller gains in
the closed-loop system, and therefore for higher performance. Moreover, as a safety watchdog, the controller will
stop if the water level in either tank 1 or tank 2 goes beyond 27 cm.

Experimental Setup




The

q_tanks_1 Simulink® diagram shown in Figure 3.6 will be used to run the PI+FF level control on the actual

Coupled Tanks system.

Figure 3.6: Simulink model used to run tank 1 level control on Coupled Tanks system.

IMPORTANT: Before you can conduct these experiments, you need to make sure that the lab files are configured
according to your setup. If they have not been configured already, then you need to go to Section 5 to configure the
lab files first.

Follow this procedure:

N o o b~ w

3.

. Enter the proportional, integral, and feed forward control gains found in Section 3.2 in Matlab®as Kp_1, Ki_1,

and Kff_1.
To generate a step reference, go to the Signal Generator block and set it to the following:

+ Signal type = square
* Amplitude =1
* Frequency = 0.06 Hz

Set the Amplitude (cm) gain block to 1 to generate a square wave goes between +1 cm.

Open the pump voltage Vp (V) and tank 1 level response Tank 1(cm) scopes.

By default, there should be anti-windup on the Integrator block (i.e., just use the default Integrator block).
In the Simulink diagram, go to QUARC | Build.

Click on QUARC | Start to run the controller. The pump should start running and filling up tank 1 to its operating
level, Lyy. After a settling delay, the water level in tank 1 should begin tracking the +1 cm square wave setpoint
(about operating level Lig).

Generate a Matlab®figure showing the Implemented Tank 1 Control response and the input pump voltage.
Data Saving: Asin s_tanks_1.mdl, after each run each scope automatically saves their response to a variable
in the Matlab® workspace.

Measure the steady-state error, the percent overshoot and the peak time of the response. Does the response
satisfy the specifications given in Section 3.1.1? Hint: Use the Matlab® ginput command to take measurements
off the figure.

4d4 Results

Fill out Table 3.1 with your answers from your control lab results - both simulation and implementation.
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Figure 3.7: Measured closed-loop tank 1 control response

Description Symbol | Value | Units
Pre Lab Questions
Tank 1 Control Gains
Feed Forward Control Gain | K¢ Viy/em
Proportional Control Gain kpi V/cm
Integral Control Gain ki1 V/(cm-s)
Tank 2 Control Simulation
Steady-state error €ss,1 cm
Settling time ts1 S
Percent overshoot PO, %
Tank 2 Control Implementation
Steady-state error €ss,1 cm
Settling time ts1 S
Percent overshoot PO, %

Table 3.1: Tank 1 Level Control Results
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4 TANK 2 LEVEL CONTROL

4.1 Background

4.1.1 Specifications

In configuration #2, the pump feeds tank 1 and tank 1 feeds tank 2. The designed closed-loop system is to control
the water level in tank 2 (i.e. the bottom tank) from the water flow coming out of tank 1, located above it. Similarly
to configuration #1, the control scheme is based on a Proportional-plus-Integral-plus-Feedforward law.

In response to a desired + 1 cm square wave level setpoint from tank 2 equilibrium level position, the water height
behaviour should satisfy the following design performance requirements:

1. Tank 2 operating level at 15 cm: Loy = 15 cm.
2. Percent overshoot should be less than or equal to 10%: PO < 10.0 %.
3. 2% settling time less than 20 seconds: t, 5 < 20.0 s.

4. No steady-state error: e;s 2 = 0 cm.

4.1.2 Tank 2 Level Controller Design: Pole Placement

For zero steady-state error, tank 1 water level is controlled by means of a Proportional-plus-Integral (PI) closed-loop
scheme with the addition of a feedforward action, as illustrated in Figure 4.1, below.

In the block diagram depicted in Figure 4.1, the water level in tank 1 is controlled by means of the closed-loop system
previously designed in Section 3.1. This is represented by the tank 1 closed-loop transfer function defined below:

Ti(s) = (4.1)

Such a subsystem represents an inner (or nested) level loop. In order to achieve a good overall stability with such
a configuration, the inner level loop (i.e. tank 1 closed-loop system) must be much faster than the outer level loop.
This constraint is met by the previously stated controller design specifications, where ¢, | < ¢, 5.

However for the sake of simplicity in the present analysis, the water level dynamics in tank 1 are neglected. There-
fore, it is assumed hereafter that:

Ll(t) = Lr_l (t) i.e. T1 (8) =1 (42)

Furthermore as depicted in Figure 4.1, the level feedforward action is characterized by:

Lyr1=Kysp oLy o (4.3)

and

Ly =1Ly + Ly (4.4)
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The level feedforward action, as seen in Figure 4.1, is necessary since the PI control system is only designed to
compensate for small variations (a.k.a. disturbances) from the linearized operating point L1, L2g. In other words,
while the feedforward action compensates for the water withdrawal (due to gravity) through tank 2's bottom outlet
orifice, the Pl controller compensates for dynamic disturbances.

K, ,
K, Ly,
S
L + + Y5 L, 4+ YL L L
_2 >K,,72 11 _1 ﬂ(s) Ly G2(s) 2 -

Figure 4.1: Tank 2 Water Level Pl-plus-Feedforward Control Loop.

The open-loop transfer function G4 (s) takes into account the dynamics of the tank 2 water level loop, as characterized
by Equation 2.10. However, due to the presence of the feedforward loop and the simplifying assumption expressed
by Equation 4.2, G5(s) can also be written as follows:

(4.5)




4.2 Pre-Lab Questions

1. Analyze tank 2 water level closed-loop system at the static equilibrium point (L1, L2p) and determine and
evaluate the voltage feedforward gain, K », as defined by Equation 4.3.

2. Using tank 2 voltage-to-level transfer function G2 (s) determined in Section 2 and the control scheme block
diagram illustrated in Figure 4.1, derive the normalized characteristic equation of the water level closed-loop
system.

Hint#1: Block diagram reduction can be carried out.
Hint#2: The system's normalized characteristic equation should be a function of the PI level controller gains,
K, 2, and K; », and system's parameters, K . - and .

3. By identifying the controller gains K, ; and K », fitthe obtained characteristic equation to the standard second-
order equation: s? +2{awy2s+w?, = 0. Determine K, » and K, as functions of the parameters w3, (2, Kac 2,
and 7y.

4. Determine the numerical values for K, » and K; , in order for the tank 2 system to meet the closed-loop desired
specifications, as previously stated.
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4.3 Lab Experiments

4.3.1 Objectives

» Tune through pole placement the Pl-plus-Feedforward controller for the actual water level of the Coupled-Tank
system's tank 2.

» Implement the Pl-plus-Feedforward control loop for the actual tank 2 water level.

* Run the obtained Feedforward-plus-PI level controller and compare the actual response against the controller
design specifications.

* Run the system's simulation simultaneously, at every sampling period, in order to compare the actual and
simulated level responses.

* Investigate the effect of the nested Pl-plus-Feedforward level control loop implemented for tank 2.

4.3.2 Tank 2 Level Control Simulation

In this section you will simulate the tank 2 level control of the Coupled Tanks system. The two-tank dynamics are
modeled using the Simulink blocks and controlled using the PI+FF controller described in Section 4.1. Our goals
are to confirm that the desired response specifications are satisfied and to verify that the amplifier is not saturated.

Experimental Setup

The s_tanks_2 Simulink® diagram shown in Figure 4.2 will be used to simulate the tank 2 level control response
with the PI+FF controller used earlier in Section 4.1.

s_tanks_2 |
File Edit View Simulation Format Tools QUARC Help

0SHS you T fem | BeBEs pEES

Coupled-Tank Experiment
- Configuration #2 -
Tank 2 Level Loop:
Pl-plus-Feedforward Controllers

J?ﬁ_}\-
L—

KH1_2 (omicom)

Tank 2 Level Setpoint
Lr_2 {cm)

LR_1_MAX

Coupled-Taniks
Configuration #2 Model

Ve )

Ready 100% oded

Figure 4.2: Simulink model used to simulate tank 2 level control response.

IMPORTANT: Before you can conduct these experiments, you need to make sure that the lab files are configured.
If they have not been configured already, then you need to go to Section 5 to configure the lab files first.

1. Enter the proportional, integral, and feed-forward gains in Matlab found in the Tank 1 Control pre-lab questions
in Section 3.2as Kp_1, Ki_1, and Kff 1.

2. Enter the proportional, integral, and feed-forward control gains found in Section 4.2 in Matlab® as Kp_2, Ki_2,
and Kff_2.




3. To generate a step reference, go to the Position Setpoint Signal Generator block and set it to the following:
+ Signal type = square
* Amplitude = 1
* Frequency = 0.02 Hz

4. Setthe Amplitude (cm) gain block to 1 to generate a step that goes between 14 and 15 mm (i.e., =1 cm square
wave with Lo = 15 cm operation point).

5. Open the Tank 1 (cm), Tank 2 (cm), and Vp (V) scopes.

6. Start the simulation. By default, the simulation runs for 120 seconds. The scopes should be displaying re-
sponses similar to Figure 4.3. Note that in the Tank 1 (cm) and Tanks 2 (cm) scopes, the yellow trace is the
setpoint (or command) while the purple trace is the simulation.

.' Bl Tank 2 {cm) J S

0 10

Time offset: 0

(a) Tank 1 Level (b) Tank 2 Level (c) Pump Voltage

Figure 4.3: Simulated closed-loop tank 2 level control response.

7. Generate a Matlab® figure showing the Simulated Configuration #2 response. Include both tank 1 and 2 level
responses as well as the pump voltage.

Data Saving: Similarly as with s_tanks 1, after each simulation run each scope automatically saves their
response to a variable in the Matlab® workspace. The Tank 2 (cm) scope saves its response to the data_L2
variable. The Tank 1 (cm) scope saves its response to the variable called data_L1 and the Pump Voltage (V)
scope saves its data to the data_Vp variable.

8. Measure the steady-state error, the percent overshoot and the settling time of the simulated response. Does
the response satisfy the specifications given in Section 2.1.4? Hint: Use the Matlab® ginput command to
take measurements off the figure.

4.3.3 Tank 2 Level Control Implementation

The g_tanks_2 Simulink diagram shown in Figure 4.4 is used to run the Tank 2 Level control presented in Section 4.1
on the Coupled Tanks system (i.e., when set up in Configuration #2). The Tank 1 Inner Loop subsystem contains the
PI+FF control used previously in Section 3.3.3 as well as the Coupled Tanks subsystem, which contains QUARC®
blocks that interface with the pump and pressure sensors of the Coupled Tanks system.

Experimental Setup

The q_tanks_2 Simulink® diagram shown in Figure 4.4 will be used to run the feed-forward and P! level control on
the actual Coupled Tanks system.
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Figure 4.4: Simulink model used to run tank 2 level control on Coupled Tanks system.

IMPORTANT: Before you can conduct these experiments, you need to make sure that the lab files are configured
according to your setup. If they have not been configured already, then you need to go to Section 5 to configure the
lab files first.

Follow this procedure:

1. Enter the proportional, integral, and feed-forward gains in Matlab used in the Tank 1 Control simulation in
Section 3.3.2 as Kp_1, Ki_1, and Kff_1.

2. Enter the proportional, integral, and feed-forward control gains found in Section 4.2 in Matlab® as Kp_2, Ki_2,
and Kff_2.

3. To generate a step reference, go to the Position Setpoint Signal Generator block and set it to the following:
 Signal type = square
* Amplitude =1
* Frequency = 0.02 Hz

4. Setthe Amplitude (cm) gain block to 1 to generate a step that goes between 14 and 15 mm (i.e., £1 cm square
wave with L, = 15 cm operation point).

5. Open the Tank 1 (cm), Tank 2 (cm), and Vp (V) scopes.
6. In the Simulink diagram, go to QUARC | Build.

7. Click on QUARC | Start to run the controller. The level in tank 2 will first stabilize to the operating point tank 2
operating point. After the settling period, the =1 cm step will start. The scopes should be displaying responses
similar to Figure 4.5 (after the settling period).

8. Generate a Matlab®figure showing the Implemented Tank 2 Level Control response, i.e., the tank 1 and 2
levels as well as the pump voltage.

Data Saving: As with s_tanks_2, after each run the scopes automatically save their response to a variable in
the Matlab® workspace. The Tank 1 (cm) and Tank 2 (cm) scopes save their response to the data_L1 and
data_L2 variables. The Pump Voltage (V) scope saves its response to the variable called data_Vp.

9. Measure the steady-state error, the percent overshoot and the peak time of the response obtained on the
actual system. Does the Tank 2 response satisfy the specifications given in Section 2.1.4?




0 10

Time offset: 60 Time offset: 60 Time offzet: 60

(a) Tank 1 Level (b) Tank 2 Level (c) Pump Voltage

Figure 4.5: Typical response when controlling tank 2 level.

4.4 Results

Fill out Table 4.1 with your answers from your control lab results - both simulation and implementation.

Description Symbol | Value | Units

Pre Lab Questions
Tank 1 Control Gains
Proportional Control Gain kp1 V/cm
Integral Control Gain ki1 V/(cm-s)
Feed Forward Control Gain | Ky Viy/em
Tank 2 Control Gains
Proportional Control Gain kpo cm/cm
Integral Control Gain ki o 1/s
Feed Forward Control Gain | K¢ cm/cm
Tank 2 Control Simulation
Steady-state error €ss cm
Settling time ts s
Percent overshoot PO %
Tank 2 Control Implementation
Steady-state error €ss cm
Settling time ts ]
Percent overshoot PO %

Table 4.1: Tank 2 Level Control Results Results
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S SYSTEM REQUIREMENTS

Required Software

* Microsoft Visual Studio (MS VS)

+ Matlab® with Simulink®, Real-Time Workshop, and the Control System Toolbox

« QUARC®

See the QUARC® software compatibility chart in [3] to see what versions of MS VS and Matlab are compatible with
your version of QUARC and for what OS.

Required Hardware

- Data acquisition (DAQ) device that is compatible with QUARC®. This includes Quanser DAQ boards such
as Q2-USB, Q8-USB, QPID, and QPIDe and some National Instruments DAQ devices. For a full listing of
compliant DAQ cards, see Reference [1].

* Quanser Coupled Tanks.

* Quanser VoltPAQ-X1 power amplifier, or equivalent.

Before Starting Lab

Before you begin this laboratory make sure:

« QUARC®is installed on your PC, as described in [2].

» DAQ device has been successfully tested (e.g., using the test software in the Quick Start Guide or the QUARC
Analog Loopback Demo).

» Coupled Tanks and amplifier are connected to your DAQ board as described Reference [5].




5.1 Overview of Files

File Name ‘ Description
Coupled-Tanks User Manual.pdf This manual describes the hardware of the Coupled Tanks
system and explains how to setup and wire the system for
the experiments.

Coupled-Tanks Workbook (Student).pdf | This laboratory guide contains pre-lab questions and lab
experiments demonstrating how to design and imple-
ment controllers for on the Coupled Tanks plant using

QUARC®,

setup_lab_tanks.m The main Matlab script that sets the Coupled Tanks con-
trol and model parameters. Run this file only to setup the
laboratory.

config_coupled_tanks.m Returns the Coupled Tanks system parameters as well as
the amplifier limits VMAX_AMP and IMAX_AMP.

s_tanks_1.mdI Simulink file that simulates the Tank 1 Level Control, i.e.,
Coupled Tanks Configuration #1 system.

s_tanks_2.mdl Simulink file that simulates the Tank 2 Level Control, i.e.,
Coupled Tanks Configuration #2 system.

s_tanks_3.mdl Simulink file that simulates the Tank 2 Level Control when

the Coupled Tanks is in Configuration #3. Note that there
are no instructions on how ot use any of the Configuration
#3 files.

g_tanks_1.mdl Simulink file that implements the PI+FF controller on the
Coupled Tanks system using QUARC® when setup in
Configuration #1.

g_tanks_2.mdl Simulink file that implements the PI+FF controller on the
Coupled Tanks system using QUARC® when setup in
Configuration #2.

g_tanks_3.mdl Simulink file that implements the PI+FF controller on the
Coupled Tanks system using QUARC® when setup in
Configuration #3. Note that there are no instructions on
how ot use any of the Configuration #3 files.

Table 5.1: Files supplied with the Coupled Tanks

5.2 Setup for Tanks 1 Control Simulation

Before beginning the in-lab procedure outlined in Section 3.3.2, the s_tanks_1 Simulink diagram and the setup_lab_tanks.m
script must be configured.

Follow these steps:

1. Load the Matlab® software.

2. Browse through the Current Directory window in Matlab and find the folder that contains the file setup_lab_tanks.m.
3. Open the setup_lab_tanks.m script.

4. Configure setup_lab_tanks.mscript: Make sure the script is setup to match your system configuration:

+ K_AMP to 3 (unless your amplifier gain is different)
* AMP_TYPE to your amplifier type (e.g., VoltPAQ).
* CONTROLLER_TYPE to 'MANUAL".
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5. Run setup_lab_tanks.m to setup the Matlab workspace.

6. Enter the PI+FF control gains you found in the Pre-Lab Questions Section 3.2 in the Matlab as the variables:
Kp_1, Ki_1, Kff_1.

7. Open the s_tanks _1.mdl Simulink diagram, shown in Figure 3.4.

5.3 Setup for Tanks 2 Control Simulation

Before beginning the in-lab procedure outlined in Section 4.3.2, the s_tanks_2 Simulink diagram and the setup_lab_tanks.m
script must be configured.

Follow these steps:

1. Go through the steps outlined in Section 5.2 to configure the setup_lab_tanks.m script properly.
2. Run setup_lab_tanks.m to setup the Matlab workspace.

3. Enter the proportional, integral, and feed-forward gains in Matlab used in the Tank 1 Control simulation in
Section 3.3.2as Kp_1, Ki_1, and Kff 1.

4. Enter the proportional, integral, and feed-forward control gains found in Section 4.2 in Matlab® as Kp_2, Ki_2,
and Kff_2.

5. Open the s_tanks _2.mdl Simulink diagram, shown in Figure 4.2.

5.4 Setup for Implementing Tank 1 Control

Before performing the in-lab exercises in Section 3.3.3, the g_tanks_1 Simulink diagram and the setup_lab_tanks.m
script must be configured.

Follow these steps to get the system ready for this lab:

1. Go through the Coupled Tanks User Manual ([5]) to set up the system:

» Hardware set up and connections.
» Make sure the pressure sensors of the system have been calibrated.
+ Set up the Coupled Tanks in Configuration #1 (i.e., tank 1 only).

If using the VoltPAQ-X1, make sure the Gain switch is set to 3.
Configure and run setup_lab_tanks.m as explained in Section 5.2.

Open the q_tanks_1.mdl Simulink diagram, shown in Figure 3.6.

o M w0 DN

Configure DAQ: Ensure the HIL Initialize block in the Simulink model is configured for the DAQ device that is
installed in your system. See Reference [1] for more information on configuring the HIL Initialize block.

5.5 Setup for Implementing Tank 2 Level Control

Before performing the in-lab exercises in Section 4.3.3, the q_tanks_2 Simulink diagram and the setup_lab_tanks.m
script must be configured.

Follow these steps to get the system ready for this lab:




1. Go through the Coupled Tanks User Manual ([5]) to set up the system:

» Hardware set up and connections.
+ Make sure the pressure sensors of the system have been calibrated.
» Set up the Coupled Tanks in Configuration #2 (i.e., tank 1 feeds into tank 2).

If using the VoltPAQ-X1, make sure the Gain switch is set to 3.
Configure and run setup_lab_tanks.m as explained in Section 5.2.

Open the q_tanks 2.mdl Simulink diagram, shown in Figure 4.4.

o > w b

Configure DAQ: Ensure the HIL Initialize block in the Simulink model is configured for the DAQ device that is
installed in your system. See Reference [1] for more information on configuring the HIL Initialize block.
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6 LAB REPORT

This laboratory contains two groups of experiments, namely,

1. Tank 1 Level control, and

2. Tank 2 Level control.

For each experiment, follow the outline corresponding to that experiment to build the content of your report. Also,
in Section 6.3 you can find some basic tips for the format of your report.

6.1 Template for Tank 1 Level Control Report

. PROCEDURE

1. Simulation

+ Briefly describe the main goal of the simulation.
+ Briefly describe the simulation procedure in Step 7 in Section 3.3.2.

2. Implementation

« Briefly describe the main goal of this experiment.
+ Briefly describe the experimental procedure in Step 8 in Section 3.3.3.

Il. RESULTS
Do not interpret or analyze the data in this section. Just provide the results.
1. Response plot from step 7 in Section 3.3.2, Tank1 level control simulation.
2. Response plot from step 8 in Section 3.3.3, Tank 1 level control implementation.
3. Provide applicable data collected in this laboratory (from Table 3.1).
lll. ANALYSIS
Provide details of your calculations (methods used) for analysis for each of the following:
1. Peak time, percent overshoot, steady-state error, and input voltage in Step 8 in Section 3.3.2.
2. Peak time, percent overshoot, steady-state error, and input voltage in Step 9 in Section 3.3.3.
IV. CONCLUSIONS
Interpret your results to arrive at logical conclusions for the following:

1. Whether the controller meets the specifications in Step 8 in Section 3.3.2, Tank1 level control simulation.

2. Whether the controller meets the specifications in Step 9 in Section 3.3.3, Tank1 level control implementation.




6.2 Template for Tank 2 Level Control Report

. PROCEDURE

1. Simulation

+ Briefly describe the main goal of the simulation.
+ Briefly describe the simulation procedure in Step 7 in Section 4.3.2.

2. Implementation

+ Briefly describe the main goal of this experiment.
+ Briefly describe the experimental procedure in Step 8 in Section 4.3.3.

Il. RESULTS
Do not interpret or analyze the data in this section. Just provide the results.

1. Response plot from step 7 in Section 4.3.2, Tank2 level control simulation.
2. Response plot from step 8 in Section 4.3.3, Tank2 level control implementation.

3. Provide applicable data collected in this laboratory (from Table 4.1).

lll. ANALYSIS
Provide details of your calculations (methods used) for analysis for each of the following:

1. Peak time, percent overshoot, steady-state error, and input voltage in Step 8 in Section 4.3.2.

2. Peak time, percent overshoot, steady-state error, and input voltage in Step 9 in Section 4.3.3.

IV. CONCLUSIONS
Interpret your results to arrive at logical conclusions for the following:

1. Whether the controller meets the specifications in Step 9 in Section 4.3.3, Tank2 level control implementation.
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6.3 Tips for Report Format

PROFESSIONAL APPEARANCE

* Has cover page with all necessary details (title, course, student name(s), etc.)

» Each of the required sections is completed (Procedure, Results, Analysis and Conclusions).

» Typed.

+ All grammar/spelling correct.

* Report layout is neat.

» Does not exceed specified maximum page limit, if any.

» Pages are numbered.

» Equations are consecutively numbered.

» Figures are numbered, axes have labels, each figure has a descriptive caption.

» Tables are numbered, they include labels, each table has a descriptive caption.

» Data are presented in a useful format (graphs, numerical, table, charts, diagrams).

» No hand drawn sketches/diagrams.

» References are cited using correct format.
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